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WATER MAIN GENERAL NOTES STA. 0 STA.
FED. ROAD DIST. NO. ILLINOIS FED AID PROJECT
1. WATER MAIN CONNECTION — (NON—PRESSURE). €-91-313-02 J M-8003 (235)

CONTRACT NO. 83772

A COORDINATE WATER MAIN SHUT DOWN WITH THE OWNER. THE OWNER WILL OPEN AND -
CLOSE ALL EXISTING VALVES.

UNDISTURBED EARTH
TRENCH WALL (WP.)\

UNDISTURBED EARTH

B. LOCATION OF EXISTING WATER MAIN IS APPROXIMATE ONLY AND CONTRACTOR MUST
DETERMINE LOCATION IN THE FIELD. ADJUST CONNECTON LOCATION TO MEET EXISTING
PIPE,

SUCCESSFULLY TEST AND DISINFECT WATER MAIN PRIOR TO MAKING
WATER SERVICE CONNECTIONS.

o

TRENCH WALL (TYP.) 2. CONTRACTOR IS REQUIRED TO MEET PRESSURE TESTING REQUIREMENTS FOR ALL NEW
SECTIONS WATER WAINS REGARDLESS OF CONDITION OF EXISTING VALVES. PROVIDE TEMPORARY
— PLUGS AND BLOCKING AT CONNECTION POINTS IF NECESSARY TO MEET TESTING REMOVE PORTION OF- EXISTING WATER MAL
NOTES REQUIREMENTS AT NO ADDITION TO THE CONTRACT. PROVIDE STAINLESS STEEL SADDLE PIPE IN CONFLICT
1. PROVIDE PRECAST OR CAST—IN—PLACE WITH NEOPRENE O—RING, CASCADE STYLECSC2, OR EQUAL, FOR ALL PRESSURE TAPS (SIZE VARIES)
CONCRETE THRUST BLOCKS OF ADEQUATE REQUIRED DURING WATER MAIN TESTING. (INCIDENTAL TO CONSTRUCTION.}
_____________ SIZE AND THRUST BEARING SURFACE TO 3
AT AMOVEMENT OF PIPELINE UNDER 3. ALL ABANDONED MANHOLE FRAMES, WATER VALVE BOXES, FIRE HYDRANTS, ETC. ARE = e e (
: T0 BE DELIVERED TO THE OAK FOREST PUBLIC WORKS DEPARTMENT. ) ?
2. PLACE THE BASE AND THRUST BEARING -
S T PRARUST BLOCK DIRECTLY AGAINST 4. EXISTING WATER SERVICE LOCATIONS ARE APPROXIMATE ONLY. EXPLORATORY
UNDISTURBED EARTH - EXCAVATION IS REQUIRED TO DETERMINE EXACT LOCATION.
TRENCH WALL {TYP.) 3. PLACE THRUST BLOCKING SO THE FITTING
JOINTS WILL BE ACCESSIBLE FOR REPAIR. 5, PROVIDE ALL FITTINGS AND ADAPTORS TO CONNECT NEW 2-INCH CURB STOP TO EXISTING
3/4-INCH OR 1~INCH SERVICE PIPE. PROVIDE NEW CURB STOPS, CORPORATION STOPS
4. USE OF CONCRETE THRUS
O ‘RESTRAINED. TYPE PIPR JOINTS, REGUIRES. AND SERVICE BOXES WHERE NECESSARY. TYPICAL FOR ALL WATER SERVICE CONNECTIONS,
PLANS WRITIEN APPROVAL BY THE VILLAGE OF CARY. UNLESS OTHERWISE NOTED. géJST;TA?;‘I]r\IGS
6. ALL HYDRANT WORK SHALL BE COORDINATED WITH THE CITY PUBLIC WORKS DEPARTMENT AND TYPE JOINTS (TYP.)
TYPICAL THRUST BLOCK INSTALLATIONS THE CTTY FIRE DEPARTMENT. CARE SHOULD BE TAKEN TO MINIMIZE THE SHUTDOWN PERIODS
FOR MAINTENANCE OF FIRE PROTECTION CAPABILITY.
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NOTES: 1. WATER MAIN RELOCATIONS ARE SUBJECT TO
INSPECTION AT NORMAL SYSTEM PRESSURE
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P 2. USE ONLY 45 DEGREE BENDS UNLESS OTHERWISE
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SEQUENCE OF CONSTRUCTION: CORPORATION STOP
1. CLOSE EXISTING VALVE.
2. REMOVE EXISTING HYDRANT.
3. INSTALL HYDRANT EXTENSION AND NEW VALVE. _SECTION
4, RELOCATE EXISTING HYDRANT. .
5. OPEN EXISTING VALVE, REMOVE BOX. i 6" ELBOW SERVICE CORP. CURB | SERVICE
6. BACKTILL PIPE SToP Stop BOX
7. FLUSH AND TEST FOR CHLORIDE RESIDUA- 50"
AND PROVIE TEST. ‘ | . - B 2 T2
AL WORK TO BE NDONF TN ACCORDANCE WITH ARTICLE
564 OF THE STANDARD SPECIFICATIONS. NEW VALVE [ - °
AND BOX SHALL BE SAME MAKE AND MODEL AS EXISTING. L A FIRE HYDRANT 90° CONNECTION
i e ry—— (FOR WATER MAIN SIZES GREATER THAN 17)
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